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STORM DRAINAGE NOTES:

CONTRACTOR SHALL FIELD VERIFY THE ORIENTATION, LOCATION AND
DEPTH OF EXISTING STRUCTURES, CONDUITS AND DITCHES PRIOR TO
BEGINNING WORK ON ANY INDIVIDUAL PIPE RUN.

. IF THE CONTRACTOR ELECTS TO USE PRECAST STRUCTURES, PRIOR TO

ORDERING PRE—-CAST STRUCTURES, THE CONTRACTOR SHALL EXCAVATE
EXISTING PIPES AND FIELD VERIFY RiM ELEVATIONS TO MINIMIZE NEED
FOR FIELD ADJUSTMENT OF STRUCTURES.

. IF THE CONTRACTOR ELECTS TO USE PRECAST STRUCTURES, THE FINAL

18" OF MANHOLE AND INLET RISERS OR WALLS SHALL BE PRECAST IN

THREE 6" SECTIONS TO ALLOW FOR FIELD ADJUSTMENT. OF INVERTS
AND RIMS,
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THIS SHEET

NUMBER BY DATE
0 1 2
b

THIS BAR IS EQUAL TO 2
AT FULL SCALE (34x22).
PLOT ¢

o~ e s v e
— A e e v e i S e o . S s

o — e o

PROPERTY LEASED TO AIRPORT TENANTS

REMOVE EXISTING PIPE

(23 LF)

CONTRACTOR SHALL VERIFY EXISTING DITCH/STRUCTURE
LOCATION AND ELEVATION PRIOR TO INITIATING WORK ON
PIPE OR END SECTIONS. PIPE TO BE CONSTRUCTED TO
MAINTAIN EXISTING DRAINAGE PATTERNS. CHANGES IN
DRAINAGE SHALL BE CLOSELY COORDINATED WITH LEASE
S!;E!?CT@ANTS THROUGH THE AIRPORT OPERATION

| X

PROPERTY LEASED TO AIRPORT TENANTS

PEORIA INTERNATIONAL AIRPORT
CONSTRUCT NEW PERIMETER ROAD AND
PERIMETER FENCE - PROJECT 3

GEMERAL WAYNE A, DOWNING

CRAWFORD, MURPHY & TLLY, NC.

CONSULTING ENGINEERS
License No. 184-000613
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